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External Hull Strainers with Access Door (PATENTED)

Installation, Operation, and Maintenance

Info Sheet External Hull Strainers, 10f 1

110502

The Concept: The problem with exteral
strainers has always been that they were

difficult to perform routine maintenance on.

The strainer had to be removed from the

hull in order to gain access to the thru-hull
beneath the strainer to remove barnacles and

other nuisance marine growth.

GROCO has introduced three models of hull

strainers that have a unique
patented access door that

used to connect the hull strainer to the vessel

bonding system.

Maintenance: Disengage the split ring from
the clevis pin, then remove the clevis pin
from the access door. The door will be free

to swing open.

Scoop w/Mount Ring: A fourth model
(SC series) does not have the access door,

Hull Strainers Ratio Open Screen Area to Pipe

but instead includes a mount ring. The
ring mounts permanently to the hull and
has multiple threaded holes for fastening
the scoop, which may then be removed as
frequently as desired without damaging the
hull.

Note: GROCO mount rings do not fit scoops
manufactured by others.
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enablels yOU tO Clean the o Ratio Ratio Ratio Ratio Ratio Ratio Ratio Ratio Ratio Ratio Ratio
plumbing beneath the Model Th;"h“" Pon | to12" | 034" | to1" | tolM4" o112 to2" | to212" to3" | tod" to 5" to 6"
strainer without removing it 1ze "3 | 01963 | 0.4418 | 0.7854 | 1.2272 | 1.7671 | 3.1416 | 4.9087 | 7.0686 | 12.5660 | 19.6350 | 28.2700
from the hull. APHS-1250 | Upto 1-1/4" | 3.56 | 1812 | 8.05 453 2.90
_ APHS-2000 | Upto2" | 1006 | 5123 | 2276 | 1280 | 819 569 3.20
Installation: Install APHS,  [Aprs-3000 | Uptos™ | 2341 11928 | 5300 | 20.81 | 19.08 | 1325 | 745 470 331
ASC and RSC with access  [aPHs-6000 | Upto6" | 5670 | 28884 | 128.34 | 36777 | 4620 | 3209 | 1805 | 1155 | 802 451 289 201
door facing aft. Use ASC-1250 | Upto1-1/4" | 520 | 2649 | 11.77 | 6.62 424
StalmeSS steel fasteners ASC-2000 Upto2" | 1200 | 61.13 | 2716 | 15.28 9.78 6.79 3.82
and marine grade caulk to ASC-3000 Upto3" | 2535 12914 | 57.38 | 3228 20.66 14.35 8.07 5.16 3.59
secure the strainer to the ASC6000 | Upto6" | 6370 | 32450 | 14418 | 8111 | 5191 | 3605 | 2028 | 1298 | 9.01 507 324 225
hull. RSC-1000 Upto1" | 116 | 5.92 263 1.48
. RSC2000 | Upto2' | 295 | 1505 | 669 | 3.76 241 1.67 094
tBhomImg: At legs’[t OfnetOf RSC-4000 Uptod" | 9.80 | 4991 | 2217 | 1247 | 7.98 5.54 312 2.00 1.39 0.78
€ SCrews used 10 1asten
: $C-1000 Uptot" | 231 | 1177 | 523 | 294
the hull strainer to the hull 157500 Upto1-1/2"| 471 | 2397 | 1065 | 599 3.83 2.66
should be long enough to SC-2500 | Upto2-1/2'| 6.64 | 3383 | 1503 | 845 5.41 3.76 2.1 1.35
go through the hull and be  [sc4000 Uptod" | 2127 | 10834 | 4814 | 2708 | 1733 | 1204 | 6.77 4.33 3.01 1.69
APHS SERIES . —— MODEL MAKT-HULL] A B [ € [SCREWS|PKG
\ APHS-1250 1-1/4" 7.00 | 3.38 [ 150 | 4#10 4
;f"!"'am“ o % APHS2000 | 2*  |1025|4.38 |1.63 | 5#10 | 4
rainer _J APHS3000 | 3 |1538 | 6.00 [2.00 | 5#10 | 2
APHS Series has £z |APHS-6000" | upto6' | 2025 [11.00 [ 400 | 9#12 | 2
P penings. s *APHS-6000 will accommodate up to 6” hull opening if thru-hull fitting is not used.

T~

REPLACEMENT SCREEN PART NO: 93-XXXX-Y
(Y = perf sizes, e.g., 1=.077"std, 2=.125", 3 =.188")

oo

SIZE e.g., 1250, 2000) K
Series

SELECT FROM THREE ~ APHS-XXXX-1 2.077" diameter holes; standard  REPLACEMENT SCREWS FOR APHS SCREENS (order qty as needed):
PERFORATION SIZE ~ APHS-XXXX-2 (.125" diameter holes Prior to 041021: 1032X14HS (screws), PFW-K (washers)
OPTIONS:  APHS-XXXX-3 (188" diameter holes) After 041021: 1420X38PPP only (no washers)
ASC SERIES == MODEL _ [MAKT-HULL] A | B | C [SCREWS|PKG
Slotted ASC-1250 1-1/4" | 7.00 | 3.38 | 1.50 | 4#10 | 4
Strainer ASC-2000 2" 10.25 | 4.38 | 1.63 | 5#10 4
) A e | ASC-3000 3" 15.38 | 6.00 | 2.00 | 5#10 2
ASC Series has '2_00" DOOR HINGES AT THIS POINT TO ALLOW MBEESH "
wide slotted openings. ACCESS TO THRUHULL FITTING ASC-6000 up to 6 20.25 1 11.00 | 4.00 9#12 2
[® N0 § | ASC series has 2/10” wide slots. ASC
Series
nse sEnIEs REMOVE RING AND CLEVIS PIN TO OPEN DOOR Mﬂnﬂ. MAK T'“l".l. A B Scniws PKG
Round RSC-1000 1" 3.63 56 4410 | 4
Strainer RSC-2000 2" 5.20 83 4#10 | 4
RSC-4000 4" 9.00 1.3 4 #10 2
RSC Series has .188"
wide slotted openings
RSC
Series
SC SERIES Z0% MODEL_ [MAKT-HULL] A | B | c |SCREWS[PKG | [ sc
Slotted Strainer | §6-1000 1 525 | 362 [1.12 | 6#10 | 2 || Series
with Mount SC-1500 1-1/2" | 6.812 | 470 135 | 6#10 | 2
ning SC-2500 2-1/2" 8.50 | 6.00 [1.80 | 6#10 2
FOR STRAINER SC-4000 4" 1250 | 8.62 | 6.50 | 8#10 2
WITHOUT MOUNT RING, ) . .
specify suffix "L" } Mount the ring permanently. Fasten the strainer to the ring and
} remove as often as needed. Scoop-to-Ring fasteners are included.

when ordering.

MOUNT RING INCLUDED. MOUNT RING /

TO HULL THEN MOUNT SCOOP TO RING.

For service assistance/information call 410.604.3800 and ask for Strainers Service Department. After hours go to www.groco.net.





