
 
Lasdrop DrySeal Imperial Sizing & Specification 

Sheet 

 

 

 

* Minimum clearance between stern tube and coupling.    
If seal body is close to the stern tube, you must insure shaft is center to it. 

Model # A B C D E *

D-034 0.75 1.5-2.25 2.7 6.25 3.5

D-078 0.875 1.5-2.25 2.7 6.25 3.5

D-100 1 1.5-2.25 2.7 6.25 3.5

D-118 1.125 1.75-3 3 6.25 3.5

D-114 1.25 1.750-2.75 3.2 6.25 3.5

3-3.25 3.7 6.25 3.5

3.5 4 6.25 3.5

D-138 1.375 2-2.75 3.2 6.25 3.5

3-3.25 3.7 6.25 3.5

3.5 4 6.25 3.5

D-112 1.5 2-2.75 3.2 6.25 3.5

3-3.25 3.7 6.25 3.5

3.5 4 6.25 3.5

D-134 1.75 2.5-3.5 4 8.55 4.05

3.75-4 4.5 8.55 4.05

4.5 5 8.55 4.05

D-200 2 2.5-4 4 8.55 4.05

4.5 5 8.55 4.05

D-214 2.25 03-Apr 4.5 8.55 5.05

4.5 5 8.55 5.05

D-212 2.5 3.250-4.5 4 8.55 5.05

5 5.5 8.55 5.05

5.5 6 8.55 5.05

D-234 2.75 3.5-5 5.5 8.55 5.05

5.5 6 8.55 5.05

6 6.5 8.55 5.05

D-300 3 4-5.5 6 8.55 5.05

6 6.5 8.55 5.05

D-314 3.25 4-5.5 6 8.55 5.05

5.5-6 6.5 8.55 5.05

D-312 3.5 05-Jun 6 8.55 5.05

6.625 7 8.55 5.05

D-334 3.75 05-Jun 6 8.55 5.05

6.625 7 8.55 5.05

7 7.5 8.55 5.05

D-400 4 05-Jun 6 8.55 5.05

6.625 7 8.55 5.05

7 7.5 8.55 5.05

D-414 4.25 5.5-6.5 7 8.55 5.05

D-412 4.5 06-Jul 7 8.55 5.05

8 7.5 8.55 5.05

D-500 5 6.625-7 7.5 8.55 5.05

8 8.5 8.55 5.05

measurements in imperial inches
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OEM Ready 

Our Dry Seal is a proven workhorse in the marine shaft seal 

market. Its efficient design is perfect for any new OEM boat 

build application and volume pricing can make it a highly 

profitable, and proven seal to include in any new build. 

Integrated Bearing Design 

Our integrated water lubricated bearing will allow the seal 

body to follow the shaft insuring proper face seal 

alignment. ( ALL Lasdrop bearing housings have tolerances 

within 0.001). The integrated bearing allows the seal body 

to self-align following the shaft. 


