
General properties

In accordance with EN 13206:2001

Thickness (µm) 300 200 150 100

Dimensional properties Test method Unit Value Value Value Value

Average thickness tolerance vs. 

nominal ISO 4593 % ± 5 ± 5 ± 5 ± 5

Point to point thickness tolerance vs. 

nominal ISO 4593 % ± 15 ± 15 ± 15 ± 15

ISO 4592 % 0; +4 0; +4 0; +4 0; +4

Mechanical properties

Tensile stress at break ISO 527-3 Mpa ≥ 17 ≥ 17 ≥ 17 ≥ 17

Tensile strain at break ISO 527-3 % ≥ 400 ≥ 400 ≥ 300 ≥ 250

Flat cN ≥ 400 ≥ 400 ≥ 300 ≥ 200

Fold cN ≥ 240 ≥ 240 ≥ 190 ≥ 110

Optical properties

Total visible light transmission EN 2155-5 % ≥ 86 ≥ 86 ≥ 88 ≥ 88

Light diffusion EN 2155-9 % ≤ 35 ≤ 35 ≤ 35 ≤ 30

Other properties

Duration EN 13206 Class N N N N

Note: additional properties are available on CE data sheet (ST CE FN 0.15 ; 0.40 mm)

This information is based upon data believed to be reliable and accurate. Typical values represent results we would expect if the property was tested in our laboratory with our test methods. As some product 
properties are not frequently measured, typical values may be based on a limited number of actual measurements, public literature, or correlations. Dr. Shrink shall not be liable for loss, damage, or injury that 

may occur from the product or process. Since the conditions under which film is transported, stored and installed are outside Dr. Shrink's control, Dr. Shrink will not be directly or indirectly responsible to any 
intermediate or final purchaser for a failure of film in use. 
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Width tolerance vs. nominal

Impact resistance (dart drop test)
ISO 7765-1 

(Method A)

Technical Data Sheet

Polyethylene Shrink Wrap

Nominal thickness: 300 µm | 200 µm | 150 µm | 100 µm

Dr. Shrink’s shrink wrap is suited for heavy-duty applications where excellent two directional
shrink properties and toughness is required. Our shrink wrap is formulated from premium
grade polyethylene, UV inhibitors, and other additives which are designed to resist degradation
due to sunlight, rain, chemicals and heat. Dr. Shrink’s shrink wrap is manufactured to the
highest QC standards and is backed by a proven track record of success.




